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One-Hole Malleable Pipe Straps for rigid conduit of the general configuration shown shall be made of 
malleable iron conforming to ASTM Specification A 47. 

The straps shall be hot-dipped galvanized, after fabrication, in accordance with ASTM Specification A 153. 

Reference Specifications: ASTM A 47, A 153, latest revisions. 

Stock Unit:  EA 
 
 
 

  Approved Manufacturers     

Stock 
Number 

Size,  
in. Appleton Bridgeport 

O-Z/ 
Gedney RACO Steel City 

Thomas  
& Betts 

713440 1/4 – – 14-25G – – – 

713441 3/8 – 900 14-38G 1301 HS-400 1275 

713442 1/2 CL-50MN 901 14-50G 1302 HS-401 1276 

713443 3/4 CL-75MN 902 14-75G 1303 HS-402 1277 

713444 1 CL-100MN 903 14-100G 1304 HS-403 1278 

713445 1-1/4 CL-125MN 904 14-125G 1305 HS-404-SC 1279 

713446 1-1/2 CL-150MN 905 14-150G 1306 HS-405 1280 

713447 2 CL-200MN 906 14-200G 1308 HS-406 1281 

713451 4 CL-400MN 910 14-400G 1316 HS-410 1285 
 


