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Lubricants, Switch Contact 

  

1. Scope 

This material standard covers the requirements for switch contact lubricant. 

This material standard applies to Seattle City Light (SCL) Stock No. 013241. 

2. Application 

For lubricating S&C Electric type PMH, padmount, Mini-Rupter switch contacts. 

Avoid contact with skin or eyes.  During use, wear chemical resistant gloves and safety 

glasses.  No ingredients are known to be hazardous under normal usage. 

Refer to S&C Electric Data Bulletin 662-90 for type PMH switchgear inspection and 

maintenance recommendations. 

3. Attributes 

Product name NYE Rheolube 368 

Physical state Semi-solid 

Packaging type/size Tube, 1/4 oz 

Color Light tan to light yellow 

4. Packaging 

Tubes shall be packaged to prevent damage during shipping, handling, and storage. 

Each shipping container shall be marked with: 

▪ SCL purchase order number 

▪ SCL stock number 
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5. Issuance 

Stock Unit: TU 

6. Approved Manufacturer 

S&C Electric part number 9999-044 

7. References 

Data Bulletin 662-90; S&C Electric; August 8, 1994 

8. Sources 

SCL Material Standard 7510.44; “Lubricants, Switch Contact” (canceled) 

Shipek, John; SCL Standards Supervisor, originator, and subject matter expert for 

7510.44 


